Doping Calcia and Yttria into Zirconia Obtained from by 

Product of Tin Concentrator to Improve its Ionic 

Conductivity by Rahmawati, Fitria et al.
  
ITB J. Sci., Vol. 43 A, No. 1, 2011, 9-18                                             9 
 
Doping Calcia and Yttria into Zirconia Obtained from by 
Product of Tin Concentrator to Improve its Ionic 
Conductivity 
Fitria Rahmawati1, Bambang Prijamboedi1, Syoni Soepriyanto2 & Ismunandar1
1Inorganic and Physical Chemistry Research Group, Faculty of Mathematics and 
Natural Sciences, Institut Teknologi Bandung, Jl. Ganesha 10 Bandung 40132 
2Department of Metallurgical Engineering, Faculty of Mining and Petroleum 
Engineering, Institut Teknologi Bandung, Jl. Ganesha 10 Bandung 40132 
Email: ismu@chem.itb.ac.id 
 
 
Abstract. Zirconia has been prepared from Zircon concentrate by caustic fusion 
methods. Zircon is a by product from tin ore concentration plant at Bangka 
island of Indonesia. Yttria Stabilized-Zirconia (YSZ) was prepared by 
introducing the 8 % mol yttrium oxide into zirconia and sintered at 1500 C for 
5 hours. In order to obtain constant oxygen vacancy of 8 % mol in Zirconia, an 
appropriate amount of Yttria and Calcia were introduced into Zirconia and the 
mixtures were heated at 1350 oC for 5 hours. Elemental composition was 
determined by SEM/EDX and XRF and lattice parameters were determined 
using X-ray diffraction method. Ionic conductivity was measured by complex 
impedance spectroscopy. The results show that doping of Yttria into Zirconia 
(YSZ) and Calcia-Yttria into Zirconia (CYZ) allows phase transformation of 
Zirconia from tetragonal with space group P42/nmc into cubic Fm3m and 
enhance the ionic conductivity. However, the prepared materials are porous and 
have not met the requirement for the electrolyte material yet. 
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1 Introduction 
Yttria Stabilized- Zirconia (YSZ) is widely used as the electrolyte for solid 
oxide fuel cell (SOFCs) since it exhibits sufficient ionic conductivity at 
operating temperature as high as 1000 oC [1]. However, a considerable interest 
in the mixed dopant effect on the ionic conductivity in several ternary systems 
containing ZrO2 and Y2O3 [2-4] has arisen. Some authors [5-7] found that 
partial replacement of Y2O3 by CaO in the system of ZrO2-Y2O3 may enhance 
the ionic conductivity at higher temperature (> 1127 °C). Even at the operating 
temperature around 1000 oC, the mixed CaO/Y2O3-stabilized ZrO2 (CYZ) also 
exhibits ionic conductivity comparable to that of YSZ. Thus the ternary system 
ZrO2-Y2O3-CaO might be more attractive than other ternary systems, due to the 
lower cost of CaO compared to other trivalent oxides such as Sc2O3 and Yb2O3. 
Gong et al. [8] found that the migration energy, Em, and dissociation energy, Ea, 
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for CYZ are higher than those for YSZ but lower than those for calcia stabilized 
zirconia (CSZ). At temperature over than 700 °C, the conductivity of CYZ 
increases more rapidly than that of YSZ. It has been noted by Gong et al. [8] 
that the pre-exponential factor of CYZ, ln σo, is 19.65 S cm-1 at 600-800 K, 
meanwhile the pre-exponential factor of YSZ is 16.84 S cm-1 at the same 
temperature. The high pre-exponential factor of CYZ mainly due to its higher 
oxygen vacancies concentration compared to YSZ.  
Bucko, et al. [9] synthesized CYZ using  hydrothermal  method from co-
precipitated zirconia hydrogels and  found that samples  with 8 % mol oxygen 
vacancies, obtained from substitution of Calcium and Yttrium with ratio below 
50:50,  were composed of the cubic phase only. This cubic phase can be 
obtained with heat treatment at 1300 °C. This is exceptional, since based on 
binary phase diagram of Y2O3-ZrO2, the fully cubic phase of Y8SZ ( 8 % mol of 
Y2O3 doping into ZrO2) could only be achieved at heating temperature more 
than 1500 °C [10]. It has been found also by Bucko, et al. [9] that the 
substitution of Calcia (CaO) for Yttria (Y2O3) as well as Yttria for Calcia in the 
Zirconia solid solutions results in an enhancement of ionic conductivity. In 8 % 
mol oxygen vacancy of CYZ where the ratio of CaO:Y2O3 is 10:90 (8C10Y90), 
introduction of Calcia produced the maximum enhancement of bulk and grain 
boundary conductivity. 
In this paper, two types of doped-Zirconia, Y2O3-ZrO2 (YSZ) and CaO-Y2O3-
ZrO2 (CYZ), were prepared using solid state reaction method. The Zirconia was 
prepared by caustic fusion of ZrSiO4, a side product of Tin Mining in Bangka 
Island, Indonesia. This study also aims to increase value of this ZrSiO4.   
2  Experimental 
Zirconia (ZrO2) was prepared by caustic fusion of Zircon (ZrSiO4), i.e by 
reacting Zircon with NaOH, followed by acid leaching and precipitation of ZrO2 
by addition of ammonia solution, as has been described by Soepriyanto, et al. 
[11]. Doping of Y2O3 and (CaO-Y2O3) to create 8 % mol vacancy were carried 
out by solid state reaction, i.e. by introducing certain amounts of Yttria and 
Calcia-Yttria into the Zirconia powder. The mixed powder was ground and fired 
at 1350 °C for 5 hours for CYZ and 1500 °C for 5 hours for YSZ. The obtained 
powder was then pressed by Cold Isostatic Pressure at 200 MPa to form discs.  
The discs were then sintered at 1500 °C for 3 hours. 
The synthesized materials were characterized by powder X-ray diffraction. 
Refinement on XRD data was carried out by using Le Bail method implemented 
in RIETICA program in order to analyze their structures. Morphology and 
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elemental composition analyses were performed by Scanning Electron 
Microscope (SEM) equipped with EDX. Elemental analysis was also carried out 
using X-ray fluorescent (XRF). Ionic conductivities of the samples were 
measured by electrochemical impedance measurement using Agilent E4980A 
Precision LCR meter in the frequency range of 20 Hz - 2 MHz and at 
temperature range of 200 °C - 500 °C. The data from impedance measurement 
were fitted using ZView program to define of grain resistance (Rg) and grain 
boundary resistance (Rgb).   
3 Results and discussion 
The XRD patterns of ZrO2, YSZ and CYZ are presented in Figure 1. XRD 
pattern of ZrO2 showed broad peaks, indicating the small size of ZrO2 particles. 
There is no secondary phase observed in the XRD pattern of ZrO2. Doping of 
Yttria and Calcia-Yttria into ZrO2 allow to enhance the crystallinity of material, 
as evident from the sharp peaks observed in XRD patterns of YSZ and CYZ. 
Secondary phase were found in YSZ sample and it were identified as different 
structure of crystal, the peaks at 28.312° and 31.624°. Meanwhile, in sample of 
CYZ (with 10:90 weight ratio of Calcia and Yttria), there is no indication of the 
presence of second phase, eventhough the sintering temperature of this CYZ is 
only at 1350 °C, which is lower than sintering temperature of YSZ, 1500 °C. 
Le Bail profile refinement of XRD data of ZrO2 produced by caustic fusion of 
ZrSiO4, proceed successfully with tetragonal system and space group 
of . The obtained cell parameters are listed in Table 1. The small value 
(below 10%) of Rp and Rwp, 2.645% and 3.011%, respectively, indicate that 
the good fitting was achieved. Elemental analysis using XRF showed that the 
ZrO
nmcP /42
2 contained 1.77% Silica and 5.76% Titania.  
XRD analysis of YSZ and CYZ showed that there was phase transformation of 
ZrO2 from tetragonal to cubic system with introduction of Yttria and Calcia-
Yttria into Zirconia.  Le Bail refinement of XRD data of YSZ and CYZ could 
be carried out successfully with cubic structure and Fm3m space group. Cells 
parameters of ZrO2, YSZ and CYZ and other parameter from the refinement 
results are listed in Table 1. Again, good fitting were achieved as evident from 
the small value of Rp and Rwp for both materials. As expected, the Rp and Rwp 
values of YSZ are higher than those of CYZ (the values are listed in Table 1), 
due to the presence of monoclinic structure in YSZ. 
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Figure 1 XRD patterns of ZrO2 prepared from caustic fusion of ZrSiO4, YSZ (8 
% mol of Yttria) and CYZ (8 % mol of vacancy). 
Table 1 Cell parameters of ZrO2, YSZ and CYZ as determined using Le Bail 
method. 
Parameters ZrO2
Y0.08Zr0.92O2-δ
(YSZ) 
Ca0.008Y0.072Zr0.862O1.84 
(CYZ) 
a (Å) 
b (Å) 
c (Å) 
3.60(1) 
3.60(1) 
5.22(2) 
5.134(2) 
5.134(2) 
5.134(2) 
5.150(3) 
5.150(3) 
5.150(3) 
Rp(%) 2.645 9.697 4.828 
Rwp(%) 3.011 7.611 6.210 
χ2 0.063 0.374 0.483 
 
SEM photographs of YSZ and CYZ are given in Figure 2. These images 
indicate that the materials are not homogenous and still porous. There were two 
different morphology appeared in SEM images, large grain and small ones. 
EDX analysis on the small grain showed that this region contains Silica as high 
as 2.97% of its total mass. This is 1.2% higher than the value obtained from 
XRF measurement. Presumably Silica was segregated in this part, i.e. in the 
area between the grain boundary of YSZ or CYZ. 
